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Provide 1 No 6.6 m x 2.1 m disabled bay as shown

with text 'DISABLED' on the carriageway and 1 No bollard

at rear of footway.

Disabled bay to be installed within layby as shown,







Install new disabled bay 5.6m x 2.1m

with a bollard at rear of footway.

Note . Bay length reduced to 5.6m due

to presence of driveways on either side

of the property.
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Provide 1 No 6.6 m x 2.1 m disabled bay as shown

with text 'DISABLED' on the carriageway and 1 No bollard

at rear of footway.
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Existing bay in use. Do not remove.







Provide 1 No 4.8 m x 2.4 m disabled bay

as shown with text 'DISABLED'

on the carriageway and 1 No bollard

at rear of footway.
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Existing bay in use. Do not remove.
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Provide 1 No 6.6 m x 2.1 m disabled bay as shown

with text 'DISABLED' on the carriageway and 1 No bollard

at rear of footway.

Provide 1 No 6.6 m x 2.1 m disabled bay as shown

with text 'DISABLED' on the carriageway and 1 No bollard

at rear of footway. New bay to be tagged on to existing bay as shown.
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Existing bay and bollard in use.

Do not remove.
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Provide 1 No 6.6 m x 2.1 m disabled bay as shown

with text 'DISABLED' on the carriageway and 1 No bollard

at rear of footway.
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Existing bay in use. Do not remove.

at rear of footway. New bay to be tagged on to existing bay as shown.
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Provide 1 No 6.6 m x 2.1 m disabled bay as shown

with text 'DISABLED' on the carriageway and 1 No bollard

at rear of footway.
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Provide 2 Nos 6.6 m x 2.1 m disabled bays as shown

with text 'DISABLED' on the carriageway and 2 Nos

infomaster bollard at rear of footway.
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Provide 1 No 4.8 m x 2.4 m disabled bay as shown

with text 'DISABLED' on the carriageway and 1 No

infomaster bollard on footway.

Note: Monoblocked area. Use cold applied paint.
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